
SETTING THE STANDARD
IN DYNAMIC GROW LIGHTS

LED
BY NATURE®

This is why we say that our solution is LED by nature 
and that it’s as simple as Plug and Play Sun all Day.

Our e�icient multi-channel fixture is powered by 
artificial intelligence to recreate, and perfect, a 
significant segment of the Sun's spectra and 
intensity.

The SF-ONE can handle any light recipe, enabling 
cost-e�ective multi-crop management and crop 
rotation all from one single fixture.

The fixture is AI-powered by the fully programmable 
SUN as a Service® cloud platform for a truly dynamic 
lighting experience.

Our unique solution is supported by our team of 
agronomists, technicians, engineers and chief 
horticultural specialist, available at all times to 
answer your questions and recommend solutions to 
help you grow your business. 

Do you manage a large greenhouse operation and need 
to bring to market high volumes of produce at the best 
price? Are you concerned about costs and looking to 
maximize the energy e�iciency of your greenhouse? 
Sollum’s unique SF-ONE™ grow light is the product for 
your business.



CONTACT US

    Phone: +1 866 220 5455  |  Email: info@sollum.tech  |  sollum.tech

465, Saint-Jean street, suite 502, Montréal (Québec) Canada H2Y 2R6

©2022 Sollum Technologies. All rights reserved. SUN as a Service, LED by nature, SF-ONE, SF-PRO, SF-MAX and the Sollum logo are registered or trademarks of Sollum 
Technologies. As we commit to product quality and innovation, Sollum Technologies reserves the right, at any time, to discontinue or change models, specifications, prices, 
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Spectral flexibility examples

Electrical AC input

AC Voltage

AC Current

Max AC Power Consumption�

2.43 A

810 W

277-400 VAC

Electrical DC input

DC Voltage

DC Current

Max DC Power Consumption�

14.8 A

750 W�

54 V

Dimensions

Length

Width

Height�

31.64"

6.30"

4.11"�

Tunable Spectrum

35°C / 95°F

5 years

CSA C22.2 No 250.0-18, 250.13-17 
UL 1598, 8750 8800

IP65

Certification

Specifications

ePPF [400-800] nm

PF Blue [400-500] nm

PF Green [500-600] nm

PF Red [600-700] nm

PF Far-Red [700-800] nm

Source

Max Ambiant Temperature

Warranty

�

3.0 µmol/J

2445 µmol/s

175 µmol/s

320 µmol/s

1720 µmol/s

230 µmol/s

IP Rating

ePPE

https://www.youtube.com/channel/UC-lmGv1_fOrTqM5rz7vN6HQ
https://twitter.com/sollumtech?lang=en
https://www.instagram.com/sollumtechnologies/?hl=en
https://ca.linkedin.com/company/sollum-technologies
https://www.facebook.com/sollumtechs
info@sollum.tech
sollum.tech



